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Controlling the IP Door Entry Phone Stations

1. Features

Transfer of video and audio from the IP Door
Phone Entry Station to the iBell office
application.

Supports SIP server a Peer-To-Peer
communication modes.

Controls up to 100 IP Door Phone Entry
Stations.

Controls up to 4 locks to each IP Door Phone
Entry Station using a DTMF code.

Contains Video Preview function.

Up to 4 external IP Cameras to each IP Door
Phone Entry Station.

Pop-up function on incoming call.

Clear errors diagnostics.

Technical support available.

Easy and fast installation.

Support many IP PBX (Asterisk, FRITZ!Box,
3CX)

Operating system Windows 10, Windows 8.1,
Windows 7, Windows XP
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2. Used for

e Computer at the reception
» Offices without reception
* Replacement for desktop IP Phone

3.Function description

iBell office allows the user to talk
and see a person wanting to enter
and remote opening of an entry door.
The program contains a Pop-up
function which hides it in the
background when it is idle, so that it
does not disturb the user at work and
does not take up space on the
monitor.

Program iBell office requires a
computer running on operating
system Windows.
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4. Connection iBell office directly to the IP Door Entry
Phone Station

The iBell office program can be connected directly to the IP Door Entry Phone Station.
In this case, it is not necessary to use an external SIP Server. A SIP server is used which is
built into each IP Door Entry Phone Station. This solution is suitable if only one IP Door
Entry Phone Station is installed.

1. Enable the built-in SIP Server in the IP Door Entry Phone Station settings

IP DoorPhone =

Current status

SIP parameters

Display name: Entrance

Provisional code: 180 Ringing 8
Enable Symmetric RTP:

Basic seitings Reject all incoming calls:

Extended settings

Service Run internal registration server:
Account: 250
Video camera SIP Transport: TCP&UDP ©

2. Enter the iBell office program Phone number in the IP Door Entry Phone Station
Phone book settings.

B
IP DoorPhone
Current status |_number:1234 |
Network setting Phonebook
Phonebook Title_: . {
Enabled:
1. call number: [224
v rene
Calling: Sequential (%]

2. call number: [

Extended settings Timetable: None &
N Calling: Sequential 2]
Service
Video camera 3. call number: [
Timetable: None B
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3. In the iBell office program settings, enter the IP Door Entry Phone Station
parameters as the SIP Server and also set the IP Door Entry Phone Station IP
address and Phone number.

The item “SIP Server User password” is the same as the item “SIP Server User name”,
here “224”.

SIP Server Connection Entrance Communicators Settings
SIP Server User Name: 224 Communicator Name: Main Entrance
SIP Server User Password: BREFEF Communicator IP Address: 152.168,1.250
ARhenncationtl Communicator Video Port: 80
SIP Server IP Address: 192.168.1.250 Communicator Phone Number: 250
SIP Server Network Port: 5060 Incomming Substitute Fhone Number:
Registration Server IP Address: Communicator Admin Password:
Registration Server Port: 5060 DTMF code to switch: Close Call
Auxiliary Camera IP Address or Domain:
SIP Proxy Server IP Address: @
SIP Proxy Server Network Port: 5060 [yt Password:
Outbound Proxy Server: DTMF code to switch: Close Call
Auxiliary Camera IP Address or Domain:
NAT and Fi Il setti
and Firewal ings e
(®) Local Network User Name: Password:
(O Public IP Address: DTMF code to switch: Close Call
Auxiliary Camera IP Address or Domain:
@
(O STUN Server IP Address:
User Name: Password:
User Settings —— ach
Run this program automatically when Windows starts code to switch: Close Call
Auxiliary Camera IP Address or Domain:
[] The program automatically minimize after its launch )
#
Ringing tone: soundl.wav
User Name: Password:
; N
Language selection: :+::en Hlavni vchod|
@ For example: http://192.168.1.250/video.mjpg Add Communicator Remove Communicator
Default settings Documentation Save and Restart Back




5. Connection of iBell office and IP Door Entry Phone
Station using static IP addresses

This solution is suitable if more than one IP Door Entry Phone Station is installed or if
an older version of the IP Door Entry Phone Station is used which does not yet have a
built-in SIP Server (IPDP model).

You need to make sure that the IP addresses of the IP Door Entry Phone Stations and
the iBell office computer do not change over time. For example, by using blocking in a
DHCP server.

1. Enter the iBell office computer IP address in the IP Door Entry Phone Station
Phone book.

IP DoorPhone =

Current status

Network setting Phonebook
Title:
Email: o
Enabled:
1. call number: 192.168.1.134
t Ll ]
Calling: Sequential 8

2. call number:

Extended settings Timetable: None 8
Calling: Sequential 8

Service

Video camera 3. call number:
Timetable: None B
Calling: Seguential <]

2. Enter the IP Door Entry Phone Station IP address in the iBell office Settings.

D settings X
SIF Server Connection Entrance Communicators Sethings
SIP Server User Name: Communicator Name: Main Entrance
e (T ] Communicator TP Address 192.168.1.250
Ashenaication ID: Communicaor Video Port: ]
SIP Server IP Address: Communicazor Phone Number:
SIP Sarver Network Port 060 Incomming Substitute Phone Number:
Registration Server 1P Addresz: Communicator Admin Password:
Registration Server Port 5060 DTMF code % switch Closa Call (%)
Auiliary Camara IP Addrass or Domain
SIP Proy Server 1P Address: °
SIP Proxy Server Network Port: 5050 User Nome: Password
Outhound Provy Server: DYME code to switch Cloze Call &2
Auifiary Camera P Address or Domain
NAT and Firewall sattings °
(®) Local Network T = s
) Public 1P Address: DTMF code to switch Close Call %
- Acsitary Camera 1P Address or Damain
= °
(O STUN Server [P Address:
Usar Name: Password
User Setongs e N
[Z]Run this program autematially whan Windows starts A GRS Gosecall [
Auwifiary Camera P Addrass or Domain
[ The program automatically minimize after its leunch y
Rirgng tone sound L wav
User Name: Password
L7
Language selacton ::l—_, en Main Entrance.
© For example: bttp://192.168.1.250)video.mipy 4dd Communicator Remove Communicator
Default settings Documentation Save and Restart Back
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6. Connection of the iBell office and the IP Door Entry
Phone Station using the FRITZ!Box

1. Register the IP Door Entry Phone Station on the FRITZ!Box IP PBX.

IP DoorPhone

Number: <12345678910> Goto: [l

SIP account

Current status

SIP account Enabled:
Account: 1620
Auth. Id: 1620
Basic settings Password:  fessee
Extended settings SIP server: 192.168.1.1
Service Port: {5060
Video camera Send register:

Expiration [sec]: 600
Unregister before restart:

Use Outbound proxy:

SIP Transport: TcP&UDP B
Use DNS SRV:
I Registration successful I

2. Enter the iBell office program Phone number, including the FRITZ!Box predial “**”,
in the IP Door Entry Phone Station Phone book.

IP DoorPhone
Current status | _Number: 1234 |

Network setting Phonebook
Title:
Enabled:
1. call number: **621
TietaoTeT 1o v )
Calling: Sequential (<]

2. call number:

Extended settings Timetable: None B
" Calling: Sequential 2]
Service
Video camera 3. call number:
Timetable: None B
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3. Enter the FRITZ!Box as the SIP Server and add the IP Door Entry Phone Station
parameters in the iBell office program Settings.

[ settings %
[2IP Server Connection Entrance Communicators Settings

SIP Server User Name: 621 Communicator Name: Main entrance

SIP Server User Password: ghpdae Communicator IP Address: 192.168.1.250

Authentication ID: Communicator Video Port: 80

SIP Server IP Address: 192.168.1.1 Communicator Phone Number: **620

SIP Server Network Port: 5060 Incomming Substitute Phone Number 6201

Registration Server IP Address: Communicator Admin Password:

Registration Server Port: 5060 DTMF code to switch: CloseCall [

Auxiliary Camera IP Address or Domain:

SIP Proxy Server 1P Address: e

SIP Proxy Server Network Port: 5060 Ty Password:

Outbound Proxy Server DTMF code to switch: Close Call %]

Auxiliary Camera 1P Address or Domain:
NAT and Firewall settings

(]
® Local Network User Name: Password:
() Public IP Address: DTMF cede to switch: Close Call %]
Auxiliary Camera 1P Address or Domain:
@
(O STUN Server IP Address:
User Name: Password:
User Settings
DTMF cede t tch: v
[Z]Run this program automatically when Windows starts code fo sl ool S}
Auxiliary Camera IP Address or Domain:
[“] The program automatically minimize after its launch .
Ringing tone: soundl.wav
User Name: Password:
S L2
Language selection: '+‘ h; en Main entrance,
@ For example: http://192.168.1.250/video.mjpg Add Communicator Remove Communicator
Default settings Documentation Save and Restart Back

® The “SIP Server User name" and “SIP Server User password" items must be set
according to the account created in the FRITZ!Box.

® “S|P Server IP Address” is the FRITZ!Box IP address.

® “Communicator IP Address” is the IP Door Entry Phone Station IP address.

® “Communicator Phone Number” is the IP Door Entry Phone Station Phone number
including FRITZ!Box predial “**”.

® “Incoming Substitute Phone Number” is the same as the item “Communicator Phone
Number” only without FRITZ!Box predial and supplemented by the last digit, which
indicates the button number of the IP Door Entry Phone Station.

If you have any problems, please contact as at:

support@ibell.eu
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